LIST OF ILLINOIS DOT HIGHWAY STANDARDS

STANDARD NO,

DESCRIPTION

0000008
0010Gi-02
001006
2BOODI-DT
420001-07
A420601-05%
420701-02
482006-03
515001-03
542301-03
830001-10
630201-06
630301-06
£31032-08
635001-01
835006-03
635011-02
866001-01
701001-02
701006-05
T0101i-04
701201-04
701301-04
701311-03
701321-13
T01326-04
TQ1901-33
TO4001-07
720001-01
720006-04
T20081-01
72900101
TBO0OI-04
181001-03

STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS

AREAS OF REINFORCEMENT BARS

DECIMAL OF AN INCH AND OF A FGOT

TEMPORARY ERQSION CONTROL SYSTEMS

PAVEMENT JOINTS

24" {7.2 m) PCC PAVEMENT

PAVEMENT FABRIC

HMA SHOULDER ADJACENT TO RIGID PAVEMENT

HAME PLATE FOR BRIDGES

PRECAST REINFORCED CONCRETE FLARED END SECTION

STEEL PLATE BEAM GUARDRAIL

POC/HMA STABILIZATION AT STEEL PLATE BEAM GUARDRAIL
SHOULDER WIDENING FOR TYPE 1 {SPECIAL! GUARDRAIL TERMINALS
TRAFFIC BARRIER TERMINAL, TYPE GA

DELINEATORS

REFLECTOR AND TERMINAL MARKER PLACEMENT

REFLECTOR MARKER AND MOUNTING DETAILS

RIGHT-OF -WAY MARKERS

QFF-R) QPERATIONS, 2L, 249, MORE THAN 15 (4.5 m) AWAY
OFF-RO OPERATIONS, 2L, 2W, 157 (45 m) TO 24” (600 mm) FROM PAVEMENT EDGE
OFF~RO MOVING OPERATIONS, 2L, 2W, DAY ONLY

LANE CLOSURE, 2L, 2%, DAY OMLY, FOR SPEEDS 2 45 MPH

LANE CLOSURE, 2L, 2W, SHORT TIME OPERATIONS

LANE CLOSURE, 2L, 2%, MOVING OPERATIONS - DAY ONLY

LANE CLOSURE, 2L, 2%, BRIDCE REPAIR WITH BARRIER

LANE CLOSURE, 2L, 2W. PAVEMENT WIDENING, FOR SPEEDS > 45 MPH
TRAFFIC CONTROL DEVICES

TEMPORARY CONCRETE BAKRIER

SIGN PANEL MOUNTING DETAILS

SIGN PANEL ERECTION DETAILS

METAL PQSTS FOR SIGNS, MARKERS & DELINEATORS
APPLICATIONS OF TYPES & & 8 METAL POSTS (FOR SIGNS & MARKERS)
TYPICAL PAVEMENT MARKINGS

TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT MARKERS
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GENERAL NOTES

THE ENGINEER SHALL BE THE SOLE JUDGE CONCERNING CURING TIME FOR THE VARIQUS HMA LIFTS,

EXCEPT AS NOTED ON THE PLANS, PAVEMENT GRADES SHOWN ARE AT THE TOP QF PAVEMENT SURFACES.

TRIM EDGES OF EXISTING HOT MIX ASPHALT SURFACE FLUSH WITH EXISTING PAVEMENT PRIOR TO
CONSTRUCTING NEW BASE COURSE WIDENING. COST TG BE INCLUDED IN BASE GOURSE WIDENING 10v.

AT ALL LOCATIONS WHERE THE PROPGSED HOT MIX ASPHALT OR CONCRETE PAVEMENT JOINS AN EXISTING
HOT MIX ASPHALT OR CONCRETE PAVEMENT, A FULL DEPTH SAWED JOINT SHALL BE CONSTRUCTED., THE
COST OF THIS JOINT WILL BE INCLUDED IN THE COST OF THE TYPE OF PAVEMENT BEING CONSTRUCTED.

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE ENGINEER SHALL BE NOTIFIED
SEFORE SUCH MONUMENTS ARE REMOVED, THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE
ALL MONUMENTS UNTIL AN AUTHORIZED SURVEYOR OR AGENT HAS WITNESSED OR OTHERWISE REFERENGED
THEIR LOCATION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR HAVING AN AUTHORIZED SURVEYOR
REESTABLISH ANY SECTION OR SUBSECTION MONUMENTS DESTROYED BY HIS OPERATIONS.

THE THICKNESS OF HMA MIXTURES SHOWN ON THE PLANS IS THE NOMINAL THICKNESS, DEVIATIONS FROM
THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TQ IRREGULARITIES IN
THE EXISTING SURFACE OR BASE ON WHICH THE HMA MIXTURE 15 PLACED.

ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED TO MEAN THE £DITION AS
INDICATED BY THE SUBNUMBER LISTED CON THE INDEX OF SHEETS OR THE COPY OF THE STANDARD
INCLUDED IN THESE PLANS,

FACTORS USED FOR ESTIMATING PLAN QUANTITIES ARE AS FOLLOWS AND SHALL NOT BE USED FOR THE
BASIS OF FINAL QUANTITIES:

2016 TONS/CU YD ({12 LBS/SC YO/IN
2.05 JONS/CU YD

ALL HOT-MIX ASPHALY
ALL AGGREGATE
BITUMINOUS MATERIALS:
ON PAVEMENT
INTERMEDIATE LIFYS (FOG COAT)
OGN AGGRECATE SURFACE 0,28 LB/SG FY
AGGREGATE (PRIME COAT) Q.0015 YONS/SQ YD {3 LB/SQ YD)
RIPRAP 150 TONS/SQ YD

Q.05 LB/SQ FT
Q.025 LB/S0 FT

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY PROPERTY FROM CONSTRUCTION
CPERATIONS AS QUTLINED IN ARTICLE 1O7.31 OF THE STANDARD SPECIFICATIONS. THE JULIE NUMBER IS
800-892-0123. A MINIMUM OF 4B HOURS ADVANCE NOTICE IS REQUIRED,

ABANDONED UNDERGROUND UTILITIES THAT CONFLICT WITH CONSTRUCTION SHALL BE BISPOSED OF
QUYTSIOE THE LIMITS OF THE RIGHT OF WAY ACCORDING YO ARTICLE 202,03 OF THE STANDARD
SPECIFICATIONS AND AS DIRECYED BY THE ENGINEER. THIS WORK WILL NOT BE PAID FOR SEPARATELY
BUT SHALL BE INCLUDED IN THE COST OF EARTH EXCAVATIOM.

ALL DISTURBED AREAS WITHIN THE CONSTRUCTION LIMITS SHALL BE FERTILIZED ANG SEEDED, SEEDING
SHALL BE CLASS 2A ACCORDING TQ THE APPLICABLE ARTICLES QF SECTION 230 OF THE $STANDARD

SPECIFICATIONS. SEEDING SHALL NOT BE PERMITTEC AT ANY TIME WHEN THE GROUND [S FROZEN, WET,
OR I AN UNTILLABLE CONDITION, LOCATIONS TO BE SEEDED WIll BE DETERMINED BY THE ENGINEER.

TREES SHALL BE PRESERVED THROUGHOUT THIS SECTION AS SHOWN ON THE PLANS AND AS DIRECTED BY
THE ENGINEER EXCEPT AS DESCRIBED IN NOTE 13. GENERALLY, TREES OUTSIDE THE CLEAR ZONE, AND
WHICH DO NQT INTERFERE WITH CONSTRUCTION, SHALL NOT BE DISTURBED,

ALL OBSTRUCTIONS WHICH ARE WITHIMN 18° (CLEAR ZONE) OF THE EDGE OF THE ROAOWAY AND ARE NOT
SHIELDED BY THE PROPOSED GUARDRAIL, SHALL BE REMOVED FROM STATION 75462 TO 79400, TYPICAL
OBSTRUCTIONS ARE HEADWALLS, FOUNDATIONS, £TC. WHICH PROJECT 4 iN. OR MORE ABOVE THE
GROUNDLINE; AND TREES WHICH WILL MAYURE TQ A DIAMETER QF 4 [N, QR GREATER.

THE QUANTITY OF SHORT TERM PAVEMENT MARKING SHOWN IN THE PLANS IS BASED ON ONE APPLICATION
FOR THE INITIAL GPENING OF THE COMPLETED STRUCTURE TC TWO LANE TRAFFIC, AND ONE ADDITIONAL
APPLICATION.

EXISTING TRAFFIC BARRIER TERMINALS YO BE REMOVED SHALL BE PAID FOR AS GUARDRAIL REMOVAL.

FOR STABILIZATION, ALL TYPE IIf BARRICADES SHALL REQUIRE A MINIMUM OF FOUR SANDBAGS PER
BARRICADE,

ALL ELEVATIONS REFERRING TO L.5.6.5. MEAN SEA LEVEL DATUM.

EARTHWORK COMPACTION SHALL BE TO THE SATISFACTION OF THE ENGINEER,

IF THE CONTRACTOR ELECTS TO USE P,C.C. BASE COURSE WIDENING, SUCH WIDENING SHALL BE PRIMED
ACCORDING TO ARTICLE 406,02, EXCEPT THIS WORK WILL NOT BE PAID FOR SEPARATELY 8SUT SHALL BE
INCLUDED IN THE COST OF THE WIDENING.

ON ALL SUPERELEVATED CURVES, THE PROPQSED BASE COURSE WIDENING SHALL BE CONSTYRUGTED WITH A
SLOPE CONFORMING TO THE RATE OF SUPERELEVATION OF THE EXISTING PAVEMENT.

ATTAINMENT OF PROPER CROWN OR SUPERELEVATION SHALL BE FULLY ACCOMPLISHED WITH THE HOT MIX

ASPHALT SURFACE REMOVAL OR HOT MIX ASPHALY BINDER COURSE OR LEVELING BINDER, WHEN SPECIFIED.

22. THE INCREASED PCC PAVEMENT THICKNESS QVER THE PROPQSED CULVERT WILL
BE INCLUDED IN THE COST PER UNIT PRICE OF PORTLAND CEMENT CONCRETE
PAVEMENT 107,

23. CONTRACTION JOINTS SHALL BE PROVIDED AT THE LIMITS OF THE CONCRETE BOX
CULVERT, THE JGINTS WILL NOY BE PAID FOR SEPARATELY 8UT SHALL BE
INCLUDED [N THE COST OF PORTLAND CEMENT CONCRETE PAVEMENT 107

24, PRIOR TO PLACEMENT OF THE FINAL PAVEMENT MARKINGS THE RESIDENT
ENGINEER SHOULD CONTACT THE BUREAY OF OPERATIONS AND ARRANGE FOR
INSPECTION AND APPROYAL OF THE PAVEMENT MARKING LAYOUT.

25. IF SO DIRECTED BY THE ENGINEER, DITCHES ADJACENT TO EMBANKMENTS SHALL
BE CONSTRUCTED PRICR TO STARTING THE CONSTRUCTION OF THE EMBANKMENT
Fitt,

26, THE ALGEBRAIC DIFFERENCE BETWEEN THE PAVEMENT AND SHOULDER SLOPES
SHALL NOT EXCEED 8.04. THE SHOULDER ON THE QUTSIDE OF SUPERELEVATED
CURVES SHALL BE FLATTENED ACCORDINGLY.

COMMITMENTS

1. HONE AS OF JUNE 27, 2014, REFER TO COMMITMENT FILE FOR
ANY COMMITMENTS AFTER THIS DATE.
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